
1、 设置屏幕横屏 和下载chrome浏览器
   sudo apt install chromium-browser
 vim .profile

#设置横屏
xrandr -o left
#启动浏览器
chromium-browser --kiosk --noerrdialogs --start-fullscreen http://www.baidu.com
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2、 同步屏幕鼠标点击
进入/usr/share/X11/xorg.conf.d/目录下修改40-libinput.conf 文件
加入Option "CalibrationMatrix" "0 -1 1 1 0 0 0 0 1"
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# if running bash
if [ -n "$BASH_VERSION" 1; then
# include bashrc if it exists
if [ -f "SHOME/.bashrc™ 1 then
. "SHOME/ _bashrc™
i
i

# set PATH so it includes user's private bin if it exists
if [ -d "SHOME/bin" ] ; then

PATH="SHOME /b in : SPATH"
i

# set PATH so it includes user's private bin if it exists
if [ -d "SHOME/.local/bin" 1 ; then

PATH="SHOME /. Local/bin: SPATH"
i
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xrandr o left
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Bhromiun-browser --kiosk --noerrdialogs --start-fullscreen http://ww.baidu.con
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# Match on all types of devices but joysticks
Section *InputClass™
“libinput pointer catchall®
MatchIsPointer “on:
MatchDevicePath */dev/input/event*"
“libinput*

EndSection

Section *InputClass”
“libinput keyboard catchall®
MatchTsKeyboard “on*
MatchDevicePath */dev/input/event*"
“libinput*
Endsection

Section *InputClass”
“libinput touchpad catchall®
MatchTsTouchpad “on*
MatchDevicePath */dev/input/event*"
“libinput

EndSection

Section "InputClass

ibinput touchscreen catchall

“Calibrationbatrix" "0 -1 11000 0 1

MatchIsTouchscreen “on*
MatchDevicePath */dev/input/event*"
“libinput
Endsection

Section "InputClass

ibinput tablet catchall”

MatchIsTablet “on”

MatchDevicePath */dev/input/event*"
“libinput*

Endsection
40-ibinput.conf* [readonly] 36, 1001C
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